
 

  
 

 

 

 

TECHNISCHE WERTE -  PN EN 14411 

KLINKERRIEMCHEN AUS ROTER MASSE 

 

Farben: Ruby red (01), Wild wine (04),The secret garden  (05), Note of cinnamon (06), The crimson island (07) , The sunny shore 

(09), The cherry orchard (16), Ruby flame (19), Tibetan flame (20), Green Valley (24), Green Hills (25), Crimson Tide (35),  Black 

River (36), Black Jack (37), Marrakesh dust (HF01), Bengali sunrise (HF02), Brick tower (HF03), Alhambra sun (HF04), Brick 

street (HF05), Bengali night (HF06), Old house (HF07), Deep purple (HF08), Tower bridge (HF09), Purple rain (HF10), Manor 

house (HF11), Red rock (HF12), Aria rustica (HF21), Industrial revolution (HF28), Silesian story (HF29), Heart brick (HF30), Irish 

pub (HF31), Street life (HF32), Red hot (HF33), Small town (HF34), Winter palace (HF35), Royal stronghold (HF36), Wall street 

(HF37), Never land (HF38), Red square (HF39), Clay land (HF40), Gothic smile (HF41), Templarian treasure (HF 42), Old factory 

(HF50), Old fort (HF51), Old Residence (HF57), Magic Castle (HF75), Loft city (HF76), Stardust (HF78), Supernova (HF79), 

Castle forge (LF01), Valyria stone (LF02), Iron clay (LF03), Brick capital (LF04), Argon wall (LF06) Coral star (LF08), Asteroid 

house (LF09), Maghreb fire (LF10), Tibetan flame (LF11), Old amber  (LF12), Brick republic (LF13), Castle rock  (LF14), Another 

brick  (LF15), Red zeppeling (LF16), King crimson (LF17), Obsidian  shadow  (LF18) 
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1 
Wasseraufnahme (Mittelwert) 
(EN ISO 10545-3) 

̴ 3 % 

2 
Frostbeständigkeit 
(EN ISO 10545-12) 

 
Erfüllt 

 

3 
Temperaturwechselbeständigkeit 
(EN ISO-10545-9) 

 
Erfüllt 

 
 

4 
Thermischer LAK von Raumtemperatur (20° C) bis 100° C 
(EN ISO-10545-8) 

α=6,2 x10-6/0C 

5 Porenradienmaximum (Soll: rp > 0,2 μm)  ̴  54,5147 [μm] 

6 Porenvolumen (Soll: Vq > 20 mm3/g)  ̴ 33,21 [m m3/g] 

7 
Bruchkraft (Dicke ≥7,5 mm erforderlich ≥800 N) 
EN ISO 10545-4 

10 mm 
~ 1285,00 N 

14 mm 
~2931,24 N 

8 
Biegefestigkeit (Durchschnitt min. 13  N/mm2) 
EN ISO 10545-4 

10 mm 
~18,72 N/mm2 

14 mm 
~21,67 N/mm2 
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